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	department of community development
planning - building inspections – zoning

207 west second avenue, franklin virginia 23851

office: 757-562-8580 fax: 757-562-0870


ASBESTOS INSPECTION CERTIFICATION

(For buildings constructed under permit prior to January 1, 1985)

I,________________________________________, (building owner or agent) certify that those portions of the building which will be affected by the proposed work have been inspected for the presence of asbestos by an individual licensed to perform such inspection pursuant to Section 54.1-503 of the Code of Virginia as required by Section 110.3 of the Virginia Construction Code, and that any response actions to be undertaken will comply with NESHAPS 40 CFR 61, Subpart M “Clean Air Act” and the asbestos worker protection requirements established by the United States OSHA Standards for Construction Workers (29 CFR 1926.1101)  If exempt, check appropriate box below:

· The building is a single-family dwelling
· The building is residential housing consisting of four or fewer dwelling units, unless the demolition or renovation of such building is for commercial or public development purposes.
· The combined amount of asbestos-containing material is less than 260 linear feet on pipes, less than 160 square feet on other facility components or less  than 35 cubic feet off of facility components where  the length or area could not be measured previously.

________ This is a renovation project consisting only of repair or replacement of roofing, floorcovering, or siding materials, by a statement that the materials to be repaired or replaced are assumed to contain friable asbestos and that asbestos installation, removal, or encapsulation will be done by a licensed asbestos contractor.
I also certify that any asbestos abatement area will not be re-occupied until all response actions have been completed and final air monitoring clearances have been measured and submitted to the Building Official.  The final clearance levels for re-occupancy of the abatement area shall be 0.01 or fewer asbestos fibers per cubic centimeter if determined by Phase Contract Microscopy Analysis (PCM) or 70 or fewer structures per square millimeter if determined by Transmission Electron Microscopy (TEM).

__________________________________________________________

(Building Address)

(Signature of Owner or Agent)









